MARINE CHEMICALS & EQUIPMENT DIVISION

CLEANING SYSTEMS

MARICHEM MCM 200
complete with hoses & connectors

MCM 200 COMPLETE
w/hoses and connections
Order No: 801010

MCM 200 is an ideal applicator for
spraying chemical to the cargo holds.
A solid construction in stainless steel
frame, easy to handle, well protected, and equipped with quick coupling
connectors. It can also be used independently for any fluid transfer. Its
construction materials are suitable
for use with acids, solvents, flammables, cleaning fluids etc. Additional
accessories (hoses, telescopic pole
etc) are available upon request.
Inlet / Outlet 1/2”

(12.7mm)

Maximum Flow Rate

15 gpm (57 lpm)

Maximum Discharge Pressure

7.0 bar (100 psi)

Weight

19 kgs

Suction Hose w/quick coupling

1/2”, 10 mtr length-braided

Discharge Hose w/ quick coupling

1/2”, 50mtr length

Air Hose w/quick coupling

5/16”, 25 mtr

WATER JET GUN
Tripod mounted
Order Number: 801131

WATER JET GUN
The WATER JET GUN uses water from the vessel ‘s fire lines together
with compressed air. The use of water together with compressed
air generates a compressed jet of water reaching up-to 35-40 meters. Used for rinsing cargo residues from holds of all sizes of tankers and bulk carriers. Manufactured from Aluminum, making it
easy to use, easy to tranport, maintenance free.
InAir Supply

Max. 7 kg/cm2 (100 psi)

Water Pressure

Max. 6 kg/cm2 (84 psi)

Range (at above pressures)

35-40 mtrs

Air Consumption (approx.)

1.6m3 /min

Water Hose size

2”

Air Hose

3/4”

Water Hose Coupling Shank

2” Storz type ‘C’ x 2” Hose

Air hose Coupling

Universal — claw type

Weight

25 kgs

Dimension (packed)

145 x 60 x 20 cm
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TELESCOPIC POLE
8mtr, w/3nozzles pack
MARICHEM’S TELESCOPIC POLE can be used at both low
pressure and high pressure applications.
It is easy to handle, light weighted (just about 6.5kgs) extendable from 2.7mtr up–to 8mtr, with heavy duty/high
pressure hose and trigger.
It can be connected to any low pressure chemical applicator for reaching at high areas. It can also be connected
to any high pressure cleaning machine with maximum
pressure of 250 bar/30lpm.
The TELESCOPIC POLE is manufactured from highest quality fibreglass and comes equipped with 3 quick connect
nozzles (0, 15, 45 degrees).

Order No: 801116

QUICK NOZZLE, 3 PACK SET (SPARE)
Order No: 801132

Spare parts and any accessories needed for connecting
to an existing applicator or HPC machine are available
upon request.
The TELESCOPIC POLE is compatible for use with:
- MCM-200 complete w/hoses & connectors
- Any Marichem high pressure cleaning machine (subject to adjust the outlet hp at max. 250bar).

BACK BELT FOR TELESCOPIC POLE
BACK BELT is an optional accessory for the TELESCOPIC
POLE. It is used to support the telescopic pole, taking
stress off the arms and body. It fits any size (adjustable).
It is constructed of durable nylon. Helps support extending wand and increase stability.
Belt easily clips on and off.

Order No: 801119

MARICHEM MARIGASES Worldwide Services or any subsidiary or associated companies warranties of merchantability and competence, if any, along
with any expressed warranties concerning this merchandise, shall not be actionable or pertinent or effective if the good is used contrarily or differently
to the directions herein and in no other way due to impending hazards from inappropriate use of the good explained herein. Merchandise might vary
insubstantially depending on country of origin. The information provided concerning merchandise is exclusively presented to the customer.
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